2.2	BASKETBALL BACKSTOPS
	
Specifier Notes:  Model No. 952 has three separate Attachment Height Ranges listed below (20’-28’/28’-32’/32’-40’).



Model No. 90952000 Backward Fold Front Braced Bent Mast overhead-supported basketball backstop 20’-28’ Attachment Height
1. Frame: Fully welded, vertical front frame assembly consisting of main center Mast of 6-5/8-inch O.D. heavy-wall structural steel tube with diagonal side sway braces of 2-1/2-inch rectangular steel tube. Bolt-together frames are not acceptable.
2. [bookmark: _GoBack]Structure: Supported from 3-1/2-inch O.D. pipe or tube anchored to overhead framing members with heavy formed-steel support fittings. Fittings must be capable of supporting load exceeding 10,000 pounds with sufficient attachment points and meeting safety factor of 60 to 1. Furnish certified test results with submittals.
3. Goals: Mount directly through backboard and into heavy structural steel weldment Center-Strut, clamped to vertical 6-5/8-inch O.D. center support to eliminate strain on backboard, should player hang on front-mounted goal and to be in compliance with NCAA and NFSHSA requirements.
4. Pipe Ends: Cap when exposed.
5. Finish: Metal Parts, Pipes, and Fittings shall be powder coated, color specified at later time
6. Attachments: Clamping devices used in attaching backboards and other components shall be of saddle clamp design providing uniform clamping force around mast, Clamps that provide non-uniform clamping will not be considered equal.
7. Safety Indicator Clamp Required: Mast Attachment Indicator must be capable of supporting backboard and all weight attached to the mast with a minimum safety factor of 4, with visible indication if indicator clamp is supporting weight or if any attachments have moved.
8. Frame Hangers: Tested to 20,000 pounds maximum breaking point to achieve safety factor of 50 to 1. Furnish certified test results with submittals. Minimum of 2-inches of adjustability for precise plumbing of backstop.
9. Frame Hangers: Offset minimum of 1-1/2 inches from center line of main center mast to properly weight lock unit in playing position
10. Brace: Operate with 1-7/8-inch O.D. brace with folding mechanism that locks backboard in playing position with internal torsion spring that must be mechanically disengaged by the hoist cable.
11. Warranty: 25 Year limited warranty on backstop structure.
Model No. 90952000 Backward Fold Front Braced Bent Mast overhead-supported basketball backstop 28’-32’ Attachment Height
1. Frame: Fully welded, vertical front frame assembly consisting of main center Mast of 6-5/8-inch O.D. heavy-wall structural steel tube with diagonal side sway braces of 2-1/2-inch rectangular steel tube. Bolt-together frames are not acceptable.
2. Structure: Supported from 3-1/2-inch O.D. pipe or tube anchored to overhead framing members with heavy formed-steel support fittings. Fittings must be capable of supporting load exceeding 10,000 pounds with sufficient attachment points and meeting safety factor of 60 to 1. Furnish certified test results with submittals.
3. Goals: Mount directly through backboard and into heavy structural steel weldment Center-Strut, clamped to vertical 6-5/8-inch O.D. center support to eliminate strain on backboard, should player hang on front-mounted goal and to be in compliance with NCAA and NFSHSA requirements.
4. Pipe Ends: Cap when exposed.
5. Finish: Metal Parts, Pipes, and Fittings shall be powder coated, color specified at later time
6. Attachments: Clamping devices used in attaching backboards and other components shall be of saddle clamp design providing uniform clamping force around mast, Clamps that provide non-uniform clamping will not be considered equal.
7. Safety Indicator Clamp Required: Mast Attachment Indicator must be capable of supporting backboard and all weight attached to the mast with a minimum safety factor of 4, with visible indication if indicator clamp is supporting weight or if any attachments have moved.
8. Frame Hangers: Tested to 20,000 pounds maximum breaking point to achieve safety factor of 50 to 1. Furnish certified test results with submittals. Minimum of 2-inches of adjustability for precise plumbing of backstop.
9. Frame Hangers: Offset minimum of 1-1/2 inches from center line of main center mast to properly weight lock unit in playing position
10. Brace: Operate with 2-3/8-inch O.D. brace with folding mechanism that locks backboard in playing position with internal torsion spring that must be mechanically disengaged by the hoist cable.
11. Warranty: 25 Year warranty on backstop structure
Model No. 90952000 Backward Fold Front Braced Bent Mast overhead-supported basketball backstop 32’-40’ Attachment Height
1. Frame: Vertical Front Frame Assembly: Main center mast of 6-5/8-inch O.D. heavy-wall structural steel tube with diagonal side-sway braces of 2-3/8-inch O.D. structural pipe
2. Structure: Supported from 3-1/2-inch O.D. pipe or tube anchored to overhead framing members with heavy formed-steel support fittings. Fittings must be capable of supporting load exceeding 10,000 pounds with sufficient attachment points and meeting safety factor of 60 to 1. Furnish certified test results with submittals.
3. Goals: Mount directly through backboard and into heavy structural steel weldment Center-Strut, clamped to vertical 6-5/8-inch O.D. center support to eliminate strain on backboard, should player hang on front-mounted goal and to be in compliance with NCAA and NFSHSA requirements.
4. Pipe Ends: Cap when exposed.
5. Finish: Metal Parts, Pipes, and Fittings shall be powder coated, color specified at later time
6. Attachments: Clamping devices used in attaching backboards and other components shall be of saddle clamp design providing uniform clamping force around mast, Clamps that provide non-uniform clamping will not be considered equal.
7. Safety Indicator Clamp Required: Mast Attachment Indicator must be capable of supporting backboard and all weight attached to the mast with a minimum safety factor of 4, with visible indication if indicator clamp is supporting weight or if any attachments have moved.
8. Frame Hangers: Tested to 20,000 pounds maximum breaking point to achieve safety factor of 50 to 1. Furnish certified test results with submittals. Minimum of 2-inches of adjustability for precise plumbing of backstop.
9. Brace: Operate with 2-3/8-inch O.D. brace with folding mechanism that locks backboard in playing position with internal torsion spring that must be mechanically disengaged by the hoist cable.
10. Warranty: 25 Year limited warranty on backstop structure.


