
 A 

A

DETAIL A

3/8"-16X3 1/2" BOLT

3/8" FLAT WASHER

RUBBER FOOT

3/8" FLAT WASHER

3/8" LOCK WASHER

3/8"-16 HEX NUT

DETAIL  A 
SCALE 2 : 7

TOP VIEWBALLAST PLATE HARDWARE INSTALLATION

WHEN INSTALLING RUBBER BUMPER AND 
BALLAST PLATE HARDWARE, 
BE SURE TO TIGHTEN UNTIL LOCK
WASHER IS ENGAGED. OVERTIGHTENING 
MAY DAMAGED RUBBER FOOT.
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 B 

B

DETAILB
SCALE 1 : 5

3/8"-16X3 3/4" 
CARRIAGE BOLT

3/8" FLAT WASHER

3/8" LOCK WASHER
3/8"-16 HEX NUT

DETAIL  B 
SCALE 2 : 7

TOP VIEWUPRIGHT HARDWARE INSTALLATION

WHEN INSTALLING RUBBER BUMPER CARRIAGE 
BOLT ASSEMBLY BE SURE TO TIGHTEN UNTIL 
LOCK WASHER IS ENGAGED. OVERTIGHTENING 
MAY DAMAGE RUBBER FOOT.
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 C 

TOP VIEW

C

DETAIL C

5/8"-11 X 4" BOLT
5/8" FLAT WASHER

8" X 2 1/2" WHEEL

5/8" FLAT WASHER

5/8"-11 JAM NUT

5/8"-11 NYLOCK NUT

DETAIL  C 
SCALE 1 : 4

WHEEL INSTALLATION

SLIDE ONE FLAT WASHER ONTO THE BOLT 
FOLLOWED BY THE WHEEL. ADD THE SECOND 
FLAT WASHER FOLLOWED BY THE JAM NUT. JAM 
NUT TAKES FORCE TO THREAD ONTO BOLT. DO 
NOT TIGHTEN JAM NUT TO THE POINT THAT THE 
WHEEL DOES NOT SPIN FREELY. INSERT BOLT 
AND WHEEL ASSEMBLY INTO WHEEL PLATE 
HOLE AND SECURE USING THE NYLCK NUT.
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 D 

D

DETAIL D

PLASTIC SPACER

BALLAST PLATE

3/8"-16 NYLOCK NUT

3/8" FLAT WASHER

DETAIL  D 
SCALE 1 : 4

TOP VIEW

WHEEL INSTALLATION

SLIDE ONE FLAT WASHER ONTO THE BOLT 
FOLLOWED BY THE WHEEL. ADD THE SECOND 
FLAT WASHER FOLLOWED BY THE JAM NUT. JAM 
NUT TAKES FORCE TO THREAD ONTO BOLT. DO 
NOT TIGHTEN JAM NUT TO THE POINT THAT THE 
WHEEL DOES NOT SPIN FREELY. INSERT BOLT 
AND WHEEL ASSEMBLY INTO WHEEL PLATE 
HOLE AND SECURE USING THE NYLCK NUT.

BALLAST PLATE INSTALLATION

STACK BALLAST PLATES AND PLASTIC 
SPACERS AS SHOWN IN DETAIL D BELOW.
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NET POLE UPRIGHT
WILL BE ATTACHED HERE

 44" 

 47" 

TOP VIEW

DOOR UPRIGHT INSTALLATION

PLACE DOOR UPRIGHT ONTO THE THREE 
THREADED POSTS NEAR THE REAR ON TOP 
OF THE BALLAST PLATES. SECURE 
UPRIGHT USING FLAT WASHERS AND 
NYLOCK NUTS. 

ATTACH LOWER DOOR HINGE TO FRONT OF 
BASE AND SECURE USING FOUR CARRIAGE 
BOLTS, FLAT WASHERS AND NYLOCK NUTS.
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