734250 - NCAA PORTABLE INDOOR WEIGHT THROW CAGE 2024

(7 /4

SPECIFICATIONS
www.gillathletics.com
800-637-3090
pe
=
b A
©,
N o \\
. x \
\ \
| Ly
| © <
- (3]
/
J

14'-3"

1 5'_2"

1 6|_31 2Il
15-8"

diisie

;oY | ]

The 734250, NCAA Portable Indoor Weight Cage, is designed to be set up and removed as needed. The cage
consists of three aluminum net poles with steel bases, two aluminum doors with steel bases, and nylon nets for
the cage and the doors. The steel bases are each furnished with two wheels, allowing the assembled doors and
net poles to be rolled into position with relative ease. The net poles are 2 7/8" OD, 0.203 wall, 6063-T6 and the
doors are 4" OD, 0.22" wall, 6061-T6 aluminum tube. The door support frame is 4" square, 14 ga. steel tube.
Pole bases are fabricated from 6" x 2" x 3/16" wall steel tube and 3/16" thick steel angle. All steel parts are
finished with durable black powder coat paint. Pole bases are weighted with six 45Ib weight plates permanently
bolted to the base frame. The cage poles stand 16'-3 1/2" tall with the main at 15'-2" above ground. The nets
are 561 Ib. test, #72 knotted, nylon netting.
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734250 - NCAA PORTABLE INDOOR WEIGHT THROW CAGE 2024
POLE POSITION LAYOUT
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1. Layout and mark circle center and sector lines. Locate and mark with a chalk line the sector center line. This
line should extend 16" in front and 14' behind the circle center.

Locate and mark a second chalk line through the circle center and perpendicular to the sector center line and a third
line 10'-9" forward of this line. These lines should extend 13' to either side of the sector center line.

Position the door base and net pole base on these lines; 12'-7" from the center line to the back edge of the base (or

8'-5 5" to the front edge of the base). The rear net pole base is centered on sector center line, 13'-7" from the circle
center to the back edge of the rear base (or 9'-5" to the front edge of the rear base).

2. Once base positions have been located, consider some form of permanent floor marking. Net pole base
assemblies and door base assemblies should be moved by two people.
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73222020 & 73223020 - PORTABLE CAGE NET POLES
NET POLE ASSEMBLY

www.gillathletics.com
800-637-3090 Pie Ca Eyebolt and pulley fastened
PEMEP N with %"-20 nylock nut

Snap Hook BN

1. Install pulley assembly at the top of the net pole
with 1/4" nylock hex nuts. The gap in the eye of the
bolt should face up. Install the black pole cap down
to the pulley eye bolt. The thread on these eye bolts
can be trimmed after installation, if so desired.

3. Install the rope cleat with 1/4" hardware.

4. Cut each 50' rope in half and melt ends to prevent
fraying. Tie one end to snap hook and feed the other
through the pulley. After the rope is fed through the
pulley, tie the loose end to the rope cleat to prevent
the rope from being lost when lowering the net.

5. Attach the pole to the base with two 3/8" flat
washers and two 3/8" nylock nuts in the rear. Use one
3/8" flat washer and one 3/8" eyenut in the front.

See Detail A below.
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3" Nylock Hex Nut

%" Flat Washer Plastic 8" Rope Cleat

Y4"-20 x 4 15" Screw
20 Nylock Nut

34"-16 Eyebolt
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Detail A 34"-16 Eyebolt
%" Nylock Hex Nut

/ @ \ / 34" Flat Washer
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Snap Hook BN

1. Install pulley assembly and rope guide
eyebolt at the top of the door pole with the thin
height nylock hex nuts. The eyes on these bolts
have been closed tighter to allow the threaded
shank to clear the opposite side of the pole. The
pulley and the eyebolt eye must be on the circle
side of the door pole. The gap in the eyes of the
bolts should face up.

3. Install the rope cleat with self drilling screws.
Cut each 50' rope in half and melt ends to prevent
fraying. Tie one end to snap hook and feed the
other through the pulley and then the rope guide
eyebolt. Then tie the loose end to the rope cleat
to prevent the rope from being lost when lowering
the net.

4. Attach the pole to the base with two 3/8" flat
washers and two 3/8" nylock nuts in the rear. Use
one 3/8" flat washer and one 3/8" eyenut in the
front.

See Detail A below.
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34"-16 Eyebolt

Q)

%" Nylock Hex Nut
%" Flat Washer

73225010 - PORTABLE CAGE DOOR POLE
DOOR POLE ASSEMBLY

Eyebolt and pulley fastened with

/ ¥4"-20 thin nylock nut
L&

v

Eyebolt /1
¥4"-20 Thin Nylock Nut

Swivel Caster
%6"-18 x 1" Hex Bolt
%6"-18 Nylock Nut
V4" Flat Washer

Install rope cleat
with self drilling screws.
There are pilot holes.

Detail A
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73225010 - PORTABLE CAGE DOOR POLE
DOOR HINGE ASSEMBLY
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1. Lay door pole and base assemblies back on floor. Position aluminum doors next to the door poles on the
side away from the circle with net rope tieoff holes at the base. Locate and position hinge components as
shown below. Top and bottom hinge assemblies are identical except the top hinge does not require the two
bronze thrust bearings.

2. Insert the PVC bearing tubes into the door hinge barrels. Install the hinge pin assemblies into the PVC
bearing tubes with the two bronze thrust bearings on the bottom hinges.

3. With one person at each end of the door, lift the door with installed hinge pins in to position between the
door pole base extension and upper pole extension. Use a third person to align the hinge pin mounting plate
to the threaded plate on the pole and secure the hinge pin using 3/8" hex bolts and washers provided. Secure
bottom hinge pin of door to front of base using 3/8" cariage bolts, flat washers and nylock nuts. You may end
up with a gap up to 1/2 inch at the top hinge.

Bronze Thrust Bearing

Bottom hinge only 35" Nylock Nut

PVC Sleeve bearing \ /> 34" Flat Washer / 34"-16 Cariage Bolt

Door hinge barrel N | — @ :I] SE——t
e—

8| —
/ ﬂ::i]
Hinge pin assembly

Door pole base
@ GILL ATH

] 2/
08-12-24

Copyright ©2024 by Gill Athletics. All rights reserved. 73225010_inst2

— mm)

View of door tipped down on all
three wheels (transport position)




(27 /4

www.gillathletics.com
800-637-3090

73225010 - PORTABLE CAGE DOOR POLE

Edge comes sewn closed

Pipe Cap \

%" Snap hook to raise f

top corner of main net

1. Install the door net cable. The cable

should be tensioned from both ends. Hold

the eyebolt sturdy with a large screwdriver

while tightening the lock nut inside the door

tube. The cover the tube end with pipe cap.

2. While the door nets can be installed

with the door assembly laid back. To install

net with the doors upright, a ladder, tall

enough to safely reach 14 feet, is required.

3. Cut one 50' rope bundle in half to make

two 25' ropes and melt the cut ends. Tie a

snap hook to one end of each rope. Feed

the other end of the net rope through the

top net cable eyebolt and down to the tieoff

on the door tube. Secure the rope to the

DOOR NET ASSEMBLY

Open side - lace together with rope

()
tieoff. (o)
8 \
4. Place the door net over the top of the § \
door and lace the open ends of the net °
together down the back of the door tube. - \ Replacement
At the bottom, tie the lace rope as shown Dogr Set (73225050)
and leave enough net open to allow access Includes:
to the rope tieoff. Once the main net has \ 2% Door -Net
been installed, you can finish lacing the 2y Alum Door Frame
door nets. 2x Steel Door Pole
5. At the top of the net, reach through and 1x Door HDWE
pull the snap hook and net rope through to
the circle side of the net. This will allow you
to raise the front corner of the main net in
front of the door net. From the top eyebolt
to the rope tieoff, the rope runs down the
the side away from the circle.
6. Use the provided wheel chocks to keep Rope cleat mounted with two
the door in position during use. self drilling screws, facing the
outside of the cage.
Cable plate
15" SS Washer Il N
%2"-13 Nylock Nut Open side - lace together with rope
GILL ATH
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734250 - NCAA PORTABLE INDOOR WEIGHT THROW CAGE 2024
NET INSTALLATION
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1. Lay the main net out straight and mark the center of the top edge. Measure and mark out from the center the
dimensions shown below. Weave net cable through the net. Cable end loops hook to the door support net ropes,
and do not extend to the end of the doors. Move the net into the cage and hook the net ropes to the cable and
marked points on the net.

2. Raise the net four feet and make any adjustments to the net hook positions so the net will hang evenly. Finish
raising the net and tie off the net ropes. The main net extends out to the end of the doors, in front of the door
nets. Install and hook the bungee cords to the net as shown below.

Doubled door net

14' x 4'-4"

Net support cable (731152)
(73225048) at
top of net

Net Support Cable
End Loops

Main Cage Net

V61'X14’

(732251)

7
Use buhgee cord (M730) 7
to pull the net back at the
three rear poles.

\
\

Hook bungee cord (M730)
to eyebolt and net.

THIS WARNING IS GIVEN IN COMPLIANCE
WITH CALIFORNIA'S PROPOSITION 65:

WARNING GILL ATH

This product contains chemicals known to the i i i
State of California to cause cancer, birth defects suggestlons@g|Ilathlet|cs.com 08/10/24
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For the protection of athletes,
spectators, and coaches install
warning signs according to the
diagram below.

Attach SI ns £M2322) to the cage net with
the included 1.25" rings (M125 %ln each
corner. Signs should face away from the
cage toward spectators.

Center Back: Attach sign
to the outside of the net at
eye level in the middle of the
back of the cage.

Left Front Side: Attach sign
to the outside of the net at
eye level near the front left
side of the cage.

“

THROWING CAGE

INSTALLATION OF WARNING SIGNS

Omo
To reduce risk of serious injury:

* STAY ALERT! FLYING OBJECTS!

* Stand at least 10 feet back
from the cage.

* Only one person allowed
in the cage at a time.

« Do not stand in front
of the cage.

* Do not climb the cage.

7/ % 4

Right Front Side: Attach
sign to the outside of the net
at eye level near the front
right side of the cage.

n
GILL ATH

10/04/07
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Main Net ‘ '
732251 16
x1 \
_ / o . -
Net Pole Door Pole | Alum Door Frame
73222020 73225010 73225005
x3 X2 X2
16'-1" 16'-7" 15'
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734250 - PORTABLE INDOOR WEIGHT THROW CAGE

SHIP LIST

ad

{ Door Net

731152 x2
16'

|

- 732220257

_101!

Base Ballast

[

x30

Net Pole Base
732220257
x3

Door Pole Base
732250157

X2

Door Base Components Box - 73226190 (13x9x9)

Door Components Box - 73225041

. DOOR HARDWARE BAG x 1 (73225065):
Door Cable 12-2 ‘ QTy. | m# DESCRIPTION
A N 4 73225011 PVC Sleeve Bearing
73225046 ¢ L 16 | HDWEO50020E0 | %" Flat Washer
X2 16 |HDWEO11240E0 | 3%"-16 x 1" Hex Bolt
. : . . 4 |PCAP00158002 |Pipe Cap for 4" OD
Door Hinge Pin Swivel Caster Swivel Caster 2 M2 1" ID x 2" OD x J&" Bronze Thrust Bearing
73225012 CSTR00058 @ M720 @ 4 |M2245 Rope Cleat
x4 x4 X2 8 |HDWE06288 SELF DRILL SCREW; #12 X 2.5"
Net Pole Base Components Box - 73226390 (13x9x9)
Base Components Box - 73225042 WHEEL HARDWARE BAG x 1 (73225062):
QTY.[M# DESCRIPTION
. 10 |M2278 %"-11 x 4" Hex Bolt
Flat Black Touch-Up Paint 8" x 2" Wheel 10 TN2292 511 Jam Nut
PANT00010016 M702 10 |M2293 %" Flat Washer
x1 X6 10  |HDWEO030690E0 |%"-11 Nylock Hex Nut
Pole Components Box - 73225043 POLE HARDWARE BAG x 1 (73225063):
QTY.|M# DESCRIPTION
' 8 M1254 %6"-18 Nylock Hex Nut
I | 1/ n
Net Support Cable | 52 ¥4" Polyester Rope 8 |HDWEO12430E0 |%¢™18 x 1" Hex Bolt
73225048 &= == M2005 16 | HDWEO50030E0 | 4" Flat Washer
x1 x250ft 9  |M1290 74"-20 Nylock Hex Nut
4 M1274 ¥4"-20 Thin Nylock Hex Nut
Bunge Cord 5 |M2729 *Pulley for /4" Rope
M7 4 |M2748 4"-20 x 5" Eyebolt
30 < - 3 M2749 “1,"-20 x 4" Eyebolt
x8 3 |[m429 2%" Sch 40 Pipe Cap (2" ID cap)
R ; - 7 M2223 %" Snap Hook
Warning Sign zﬁE ;:RDWARE BAGDXE;g:IZ:_:I?J)' 3 |M2245 Plastic 8" Rope Cleat
M2322  (WARNING : A %
3 20 |HDWEO50050EO | %" Flat Washer 6 |HDWE06213 /420 x 475" Sorew
X J— 5 M2232 1"-13 Nylock Hex Nut * The pulleys must be assembled onto the eyebolts; three on
Snap Ring JE— 10 |HDWEO30030EO0 | %"-13 Hex Nut 4" eyebolts (M2749) and two on 5" eyebolts (M2748)
— 10 |HDWEO11540E0 |}4"-13 x 154" Hex Bolt
M1250 ani 10 |M2770 7%"13 x 2" Eyebolt
x12 GILL ATH
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