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All materials used within the landing system have a limited anticipated lifetime and should be examined on a 
regular basis.

After use, if the landing system is going to be left outside, cover with the weather cover immediately. Snap karabiners to 
loops located around the bottom perimeter of the landing system. This weather cover will protect your landing system 
against most weather, however, extremely strong winds may allow water to enter the mats. 

    Landing systems should be kept in a cool, dry, well ventilated building.

    When storing mats outside for any amount of time, a weather cover is necessary to help prevent 
    water and weather damage.

    All landing system materials are flammable. Take all precautions associated with storing flammable 
    materials.

    It is best if mats rest on their side and are not stacked, however, many facilities don’t have the space. 
    Therefore, we recommend that when stacked, mats should be rotated periodically to prevent 
    deformation. Also, stack the mats uniformly to equally distribute the weight to prevent low spots in 
    the foam.

    To prevent damage, the storage facility should be periodically checked for and protected against 
    rodent infestation. Interior cushioning foam and vinyl covers can be damaged by mice and other 
    rodents could potentially render the mats unsafe.

VINYL OR MESH COMPONENTS

Inspect weather cover, top pad, and mat covers for:

   Missing karabiners, Velcro, handles, or 
   zippers

   Holes, rips, or tears in solid or mesh fabrics

Pit Repair Kits are available in blue (699B) or red (699R) to fix 
minor holes or tears in your landing system.

FOAM COMPONENTS

Foam components should be checked at the start of every 
track season, and observed throughout the year, then 
inspected again at the end of the season. If any foam 
components deform, come unglued, or shift call Gill Athletics 
for customer support.

Water spots crushing the foam can disfigure it permanently. 
Using a simple device like our watershed insert (#709) can 
help. This insert fits under your weather cover and helps 
prevent water from pooling on your landing system.


