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HOW TO ORDER A POLE VAULT RUNWAY

____ x RR200 - Vault Box Runway Section

____ x RR500 - PV Pit Riser Pad

____ x RR100 - Basic Runway Section

1

To determine the number of  Basic Runway 
Sections needed, use the following formula.

1. Determine the desired runway length in meters
2. Subtract 2.36
3. Divide by 2.438
4. Round up
5. Add 2 (to support the PV Standards)

Example:
The NCAA recommends a minimum runway length of 40 meters.
40m - 2.36m = 37.64m
37.64m / 2.438m = 15.44
15.44 rounds up to 16
16 + 2 = 18 total basic runway sections

Minimum Runway Length
NCAA..........40 meters
NFHS..........40 meters

To determine the number of PV Pit Riser Pads needed, 
consult the RR500 spec sheet for more details.

PV Pit Model        Recommended Pit Riser Qty
66817 (66711)...................16
66517 (66511)...................14
66317 (66311)...................12
66217  ...............................12
65817 (65611)...................12
65417 (65411)...................10
653  ...................................10

To determine the number of PV Pit Riser Pads needed, 
consult the RR500 spec sheet for more details.

PV Pit Model        Recommended Pit Riser Qty
66711...................16
66511...................14
66311...................12
65611...................12
65411...................10
653.......................10
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The first section of the 
runway will always be a 
Long Jump Runway 
Section because of its 
specially cut interface 
for the sloped face of 
the sand box.

1____ x RR400 - Soft Shell Sand Pit Form

____ x RR300 - Long Jump Runway Section

____ x RR350 - Triple Jump Runway Section; Centered

____ x RR351 - Triple Jump Runway Section; Offset

____ x RR100 - Basic Runway Section

____ x 435010 - Take Off Board Assembly (at least one)

HOW TO ORDER A LONG JUMP / TRIPLE JUMP RUNWAY

1

Example:
The NCAA recommends a minimum runway length of 40 meters.
40m - 1.27m = 38.73m
38.73m / 2.438m = 15.89
15.89 rounds up to 16

Using the example above, the first section is a LJ Section and the fifth and sixth sections 
are TJ Sections, so second, third, and fourth sections are Basic Runway Sections. Add 
these three to the 16 behind the men's TJ for a total of 19 Basic Runway Sections

Determine the number of Basic Runway Sections 
needed behind the furthest take off board.

16 or 17 Basic runway sections will be needed 
behind the furthest take off board to ensure a 
minimum of 40m runway.

Determine the position of the Triple Jump Take Off Board Sections.

1. Note the desired take off board position in meters
2. Add 8' (2.44m) sections up until you're past the desired location
3. Determine which take off board sections best fit your needs
4. Continue adding take off board sections as needed.

Example:
For women, the NCAA recommends 11 
meters for the triple jump take off board.
11m / 2.438m = 4.51
4.51 rounds to 5
5 + 1 = 6 
So the women's triple jump take off board 
section will be the fifth section in the runway.

Minimum Runway Length
NCAA..........40 meters
NFHS..........40 meters

Long Jump Take Off Board Positions
(from the nearest edge of the landing area)
NCAA..........1 to 3 meters
NFHS..........Approx. 12 feet for boys 
NFHS..........Approx. 8 feet for girls

Triple Jump Take Off Board Positions
(from the nearest edge of the landing area)
NCAA..........At least 11m (12.5m recommended) for men
NCAA..........At least 8.5m (11m recommended) for women
NFHS..........Approx. 32 feet for boys 
NFHS..........Approx. 24 feet for girls

Triple Jump Take Off Board Positions
(from the nearest edge of the landing area)
NCAA..........At least 11m (12.5m recommended) for men
NCAA..........At least 8.5m (11m recommended) for women
NFHS..........Approx. 32 feet for boys 
NFHS..........Approx. 24 feet for girls

Long Jump Take Off Board Positions
(from the nearest edge of the landing area)
NCAA..........1 to 3 meters
NFHS..........Approx. 12 feet for boys 
NFHS..........Approx. 8 feet for girls

Minimum Runway Length
NCAA..........40 meters
NFHS..........40 meters

Example:
For women, the NCAA recommends 11 
meters for the triple jump take off board.
11m / 2.438m = 4.51
4.51 rounds to 5
5 + 1 = 6 
So the women's triple jump take off board 
section will be the fifth section in the runway.

To determine the position of the Triple Jump Take Off Board 
Sections, use the following formula.

1. Determine the desired take off board position in meters
2. Divide by 2.438
3. Round up or down to the nearest whole number
4. Add 1

To determine the number of Basic Runway 
Sections needed behind the furthest take off 
board, use the following formula.

1. Determine the desired runway length in meters
2. Subtract 1.27
3. Divide by 2.438
4. Round up

Example:
The NCAA recommends a minimum runway length of 40 meters.
40m - 1.27m = 38.73m
38.73m / 2.438m = 15.89
15.89 rounds up to 16

Using the example above, the first section is a LJ Section and the fifth and sixth sections 
are TJ Sections, so second, third, and fourth sections are Basic Runway Sections. Add 
these three to the 16 behind the men's TJ for a total of 19 Basic Runway Sections

1

HOW TO ORDER A LONG JUMP / TRIPLE JUMP RUNWAY

____ x RR400 - Soft Shell Sand Pit Form

____ x RR300 - Long Jump Runway Section

____ x RR350 - Triple Jump Runway Section

____ x RR100 - Basic Runway Section

____ x 435010 - Take Off Board Assembly (at least one)

1
A common setup would include one 
Long Jump Runway Section and two 
Triple Jump Runway Sections. The 
first section of the runway will always 
be a Long Jump Runway Section 
because of its specially cut interface 
for the sloped face of the sand box.

Add the number of Basic Runway Sections  
between the LJ and TJ sections to the number 
needed after the furthest take off board to get the 
total number of Basic Runway Sections to order.

www.gillathletics.com

Copyright 2013 by Gill Athletics.  
All rights reserved.

800-637-3090

8/16/2021
INSTRR100
Page 3 of 5

RAISED RUNWAY SYSTEM
INSTRUCTION MANUAL





     WARNING: This product can expose you to Wood Dust, 
which is known to the State of California to cause cancer.
For more information go to www.p65warnings.ca.gov.
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